Podcast StudioMAX 2

From :

Business Octane Solutions Pvt Ltd
JMD Megapolis, 5th Floor
Sector-48
Gurgaon 122018
Ph: 0124-39884088
Email: Delhisales@businessoctane.com

30-Sep-2026
. Unit Gross Selling
Sr. No. Part Code Equipment Selling Price Qty Price
Professional 4K Display and Touch Content Monitor
1 DIP-124 Panasocni 55" diagonal 4K UHD resolution, 400 nits Professional LCD/LED Display, 24x7 on time with swivel wall mount 86,900 | 1 86,900
5 LUM-112 Cu§tom heavy duy height adjustab!e trolley for upto 65" diagonal LCD screen with max 45kg weight, height adjustment, 39.800 | 1 39,800
adjustable camera shelf on top, adjustable goods shelf below screen & front lockable castors.
Professional Broadcasting Quality PTZ Camera
DataVi 2K FHD B i lity Al Tracking PTZ ith 2 ical Z FOV with lell SDI
3 DTV-106 ata |d'eo rotaldcastlng quality racking Camera with 20x Optical Zoom 60 degree FOV with paralell SDI & 3,42,800 | 2 6,85,600
HDMI video outputs with RS232/DVIP ports. Model: PTC-145
4 DTV-106C [Professional Tripod camera stand for above cameras for installing on the eye level of all the participant in the studio. 1,45,900 | 2 2,91,800
Professional Multiple View Generator, Video Streamer and Recorder
5 DTV-127 Dat:.;\Vid(_eo. 4K Dual Channel Present.ation 2inl Switcher w.ith 7." Touchscreen control pa.nel, video switching, monitoring, 3,82,000 | 1 3.82,000
audio mixing, camera control, PIP video effects creation with direct access to auto tracking feature.
DataVideo H.264 video streaming server and recorder designed for diverse network environments, featuring SDI and HDMI
6 DTV-127 inputs with support for resolutions up to 1080p60. It enables simultaneous live streaming to two destinations—such as 2,35,100 | 1 2,35,100
YouTube, Facebook, or Twitch—using.
DataVideo 8-input HD video switcher, designed for professional live production environments, Supprot full HD 1080p/60
(3G) resolution and offers a mix of both 3G-SDI and HDMI inputs and outputs,8 inputs flexibility in connecting different
video sources like cameras, computers, and other devices and 6 outputs that can be assigned to different purposes like
Multiview, Program (PGM), Preview (PVW), and more. It includes various broadcast-grade video effects like Chroma Key,
7 DTV-127 Luma Key, Downstream Keyer (DSK), Picture-in-Picture (PIP), Digital Video Effects (DVE), and Stinger Transitions. Virtual 8,61,700 | 1 8,61,700

studio capability 4 chromakeyers, allowing for the creation of a 4-channel virtual studio with switchable chromakey
functionality. support upto 4 picture-in-picture frames with customizable 3D borders. it also includes dual streaming and
recording that can simultaneously stream lkive video to two different platform eg. youtub and facbook and also record high-
quality H.264 vodeo to an SD Card.
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DTV-116

DataVideo Video Streaming Encoder & MP4 Recorder (Dual Stream) H.264 Dual streams output to two social media
platforms simultaneously Embedded Audio + RCA + XLR, Selectable 16:9 or 9:16 vertical streaming mode, ideal for social
media platform, Graphic overlay on live feed, Recording to SD Card with no file size limitation Web U/l remote control
interface, easy to use, SDI/HDMI & Stereo Audio input interface.. Model: NVS-35

2,35,100

2,35,100

DTV-165

DataVideo intelligent, automated voice-tracking control interface designed to streamline multi-camera productions for
podcasts, classrooms, and panel discussions. Acting as a "Virtual Director," the system uses Al algorithms to analyze audio
signals from connected USB mixers and instantly trigger camera switches to the active speaker, eliminating the need for a
manual operator. It ensures professional, broadcast-style pacing by intelligently cutting to wide shots during group
discussions and supports real-time speaker identification through CG subtitle integration when paired with compatible
Datavideo switchers. Model: Voice TRX50

3,85,600

3,85,600

Professional Integrated Audio Conferencing System

10

ZMM-125

Zoom 12 channel a compact, all-in-one digital mixer and 12-track recorder, ideal for live performances, podcasts, and
studio work. It allows simultaneous, independent, 24-bit/96 kHz recording to an SD card and acts as a 14-in/4-out USB
audio interface.

1,51,800

1,51,800

11

YAM-510

Yamaha 10-channel analog mixing console designed for live sound, studio recording, and content creation, featuring a
durable metal chassis, four transparent D-PRE mic preamps, and a 24-bit/192kHz 2-in/2-out USB audio interface for direct
computer connection.

36,000

36,000

12

AUD-150

Audio Technica high-quality, side-address cardioid condenser microphone designed specifically for content creators,
including podcasters, streamers, and home studio musicians. It features a large-diaphragm element that delivers excellent
sound fidelity and a smooth frequency response, supported by a high-performance analog-to-digital converter capable of
up to 24-bit/192 kHz sampling rates, along with all mounting accessories.

96,300

96,300

13

AUD-302

Audio Technica high-quality, side-address cardioid condenser microphone designed specifically for content creators,
including podcasters, streamers, and home studio musicians. It features a large-diaphragm element that delivers excellent
sound fidelity and a smooth frequency response, supported by a high-performance analog-to-digital converter capable of
up to 24-bit/192 kHz sampling rates, along with all mounting accessories.

48,300

48,300

14

AUD-303

Audio Technica professional-grade hypercardioid dynamic microphone specifically engineered to deliver warm, assertive
broadcast-quality sound for podcasters and content creators. Based on the design of the popular BP40 broadcast mic, it
features a large-diaphragm dynamic capsule that provides a smooth, natural vocal tone while excels at isolating the
speaker’s voice. To ensure clean recordings in untreated spaces, the AT2040 is equipped with a multistage internal
windscreen—combining foam mesh and a nonwoven pop filter—to minimize plosives, and an integrated shock mount that
attenuates noise from vibrations and handling. Its highly directional hypercardioid polar pattern significantly reduces
pickup from the sides and rear, allowing multiple microphones to be used in close proximity without interference, alsong
with all mounting accessories.

46,100

46,100




Sr. No.

Part Code

Equipment

Unit

Qty

Gross Selling

Selling Price Price

Audio Technia professional monitoring, renowned for its balanced sound signature that delivers exceptional clarity and

15 AUD-111 |deep, accurate bass. Designed for studio recording and critical listening, these closed-back headphones feature large 45mm 27,000 | 2 54,000
aperture drivers and sound-isolating earcups that effectively block out ambient noise.
Professional Control, Switching and Automation System

16 MIS-446 Aurora Ethernet Control Processor with 4" touch panel with serial, I/O, IR and ethernet ports. Model: RXT-4-WM 3,13,900 | 1 3,13,900

17 MIS-240 Milestone 8 Channel Relay controller. Model: ML-8RLC 36,000 | 1 36,000

18 NET-204 Netgear 8 Port PoE++ ethernet switch: Modle-GS108LP 19,100 | 1 19,100

19 MIS-223 9U Portable open AV Equipment rack with carry case wth casters and handle 2,52,500 | 2 5,05,000
Professional chroma key screen and Podcast Studio Lights

20 SKC-102 Professional chroma key screen for a physical backdrop used in photography and video production to facilitate the digital 91,200 | 1 91,200
replacement of a background.

21 SPL-201 :::;:LZZ?E:;E:E;:?:; zzteL;i:rr?:l;;iisa\l/:c:zLi:|ty and depth by using soft, diffused illumination that eliminates harsh 1,62,500 | 5 812,500
Professional Cable and Connectors

22 CAB-101 A set of HDMI, USB and ethernet cables and connectors 1 2,70,700
Freight, Transit & Site Insurance, Testing & Commmissioning Charges

23 FRE-101 Freight, Transit and Site Insurance 1 1,70,600

24 INS-101 Implementation-Installation, Programming, Testing, Commmissioning, Training & as build drawing Charges 1 5,68,500

Total 64,23,600
Note: GST: Above given price exclusive of GST, GST extra as applicable.

Payment:

a).100% Advance along with commercial clear purchase order.
b). Implementation-Payment against Installation

Delivery: 4-6 weeks from the date of commercial clear P.O.




